
RO System Booster Pump
710 Series

The Pentair Water® 710 Series Reverse Osmosis (RO) 
System Booster Pumps increase pressure and deliver a 
steady stream of quality water in countertop or undersink 
RO applications. Their slim, ultra-compact designs 
make them an easy fit where space is at a premium. 
The pumps are engineered for years of trouble-free 
operation and superior performance.
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Features and Benefits

On-Demand Performance – Motor is rated for 
continuous duty in typical residential applications.

Space Advantage – Slim line barrel design and 
compact pump volute make this pump ideal for the  
tightest spaces.

Fast Installation – Built-in, push-fit connectors offer 
fast and easy installation with standard flexible tubing.

Adjustable Bypass – Prevents membrane/system 
damage (factory set @ 100 psi).
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RO System Booster Pump
710 Series

Operating Specifications

Pump Models  
710-001-101 and 710-011-101

Type:	 3-chamber diaphragm

Ports:	� 1/4" (6.4 mm) O.D. tube  
quick-connect fittings

Liquid:	� 34 - 130°F (2 - 54°C)

Inlet	 20 psi (1.4 bar) minimum;  
Pressure: 	 80 psi (5.5 bar) maximum

Outlet	 Adjustable bypass  
Pressure: 	 80 - 120 psi (5.5 - 8.3 bar)

Electrical

Motor:	� 24 VDC permanent  
magnet, continuous duty

Leads:	� UL 1015 20 AWG, AMP 
1-480319-0 connector

On/Off Control:	 None

Power Requirements: 
710-001-101	 36 Watt (1.5 amp) min., 
 	� UL- and/or CE-approved

710-011-101	 60 Watt (2.5 amp) min.,  
 	� UL- and/or CE-approved

Wetted Materials*

Housing:	 Polypropylene

Valves:	 Santoprene

Diaphragm:	 Santoprene

Hardware:	 Stainless Steel

*FDA Compliant

Dimensions

Performance Flow Rate (40 PSI Inlet Pressure) 
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